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STARMEDPRO DR sets are innovative solutions for conventional x-ray 

systems to be upgraded to full digital direct radiography  systems.  

The upgrading is possible at almost all radiography systems of any 

manufacturer. STARMEDPRO DR sets in combination with new 

STARMEDPRO analog systems are a challenging and very cost-

effective alternative  to new , complete full digital systems as offered 

by  the medical system manufacturers.  

The upgrade solutions are consisting of 4 different Digital Flat Panel 

Detectors (DFPD), a standard detector housing for the replacement 

of  the existing conventional buckies, a latest state-of-the-art Flat 

Panel PC with touch screen operation , control- and switchbox and 

the operating Software Dx Works. The Dx works software will be able 

to support any DFPD from the worlds leading manufacturers .The 

DFPD can be easily extracted out of the housing by a motor driven 

tray and applied outside the system. The handle does allow the 

portable application of the detector for examinations above the table 

or for lateral exposures outside the table basis. If the upgrade is 

properly planned the system integration is done in a very short 

period of less than 2 days. Due to the intelligent interface based on 

opto-coupler there is no electrical intervention into the existing x-ray 

system required. 

Complete upgrade solutions are available for certain U-arm systems, 

radiography tables and wall stands. 

The x-ray images aquired by the detector are processed by the image 

processor and appear on screen of the Flat Panel PC only after a few 

seconds. The images are temporarily stored on the harddisc inside 

the Flat Panel PC system or automatically transfered to the 

workstation for diagnosis or to the DICOM Network or PACS.  
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The integration of the STARMED DR set into any  HIS/KIS/RIS  or other 

existing IT network is possible to guaratee a workflow  without any 

any limitations, efficient and fast.  

The advantages of the STARMEDPRO DR sets at a glance: 

 Shorter examination intervals  

 Images on screen display after a few seconds only 

 Digital diagnoses on a high resolution workstation  

(Option) 

 Transmission of  the images through DICOM network  

 Much lower prices of DR upgrading compared to 

complete new digital systems  

 Flexible application 

 Improved image quality and less dose 

 Upgrading  in less than 2 days 

 No cassette handling 

 No darkroom needed 

 Cost savings (no  films and chemicals) 

 No wear and tear of mechanical parts 
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Die DR set components at a glance: 

    

Detector Matrix 
elements 

Pixelsize Format Fill 
Factor 

A/D 
converter 

Installed 
 

Application 

        
FL  75 
(Option: with 
handle) 

2560 x 
2560 

168x168 мтά Ȅ мтά 83% 14 bits 
16.000:1 

portable Radiology,  
Universal  

FL  55 
(Option: with 
handle) 

2048 x 
2560 

168x168  мпά Ȅ мтά 83% 14 bits 
16.000:1 

 
portable 

Radiology, 
Universal 
Mobile units 

FD  81*) 1536 x 
2048 

129x129 уά Ȅ млά 82 % 14 bits 
16.000:1 

portable Mobile units 

FD  1417 1536 x 
2048 

139x139 мпά Ȅ мтά 84 % 14 bits 
16.000:1 

fixed Special chest 

*) Suitable for veterinary  applications  and material sciences too. 

 

 
 

 

One standard housing, ultraslim, to accomodate the мпȄмтέ ƛƴ ƘƻǊƛȊƻƴǘŀƭ or vertical 

direŎǘƛƻƴ ŀƴŘ ǘƘŜ Ŧǳƭƭ ǎƛȊŜ мтȄмт άDFPD. The housing is equipped with motor controlled 

extraction of the detector tray and is available with left or right hand loading. The portable 

DFPP, with cable connection is to be used outside the table and above the examination 

unit. Different carbon fiber grids are available, depending on the medical application. The 

integration of the  AEC chamber is possible too.  
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High-speed Flat Panel PC with touch screen operation and STARMEDPRO Dx works 

software which is available in German and English yet. Other languages on request. 

The other DR set components: 

 
 Detector control box 

 Synchron box 

 Cable set 

 Software, Dongle 

   

 Option: άVirtuell x-ray generatorέ STARMEDPRO SW DX works 1.2   

 

The x-ray generator setting is automatically 

taken over from the Dx works software. No 

stand-alone  operating console for the x-ray 

generator is required: (work in progress) 

 Manuel x-ray setting by touch screen 

 Organ related  settings  

 Automatic take-over of examination 

data  from DICOM worklist  

 Available for STARMEDPRO S  and 

new  STARMEDPRO Powerray RF 

generator (as per 3/2009) 


