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 Unsurpassed image quality 

 Modern, user-friendly design 

 Ergonomic user interface 

 High efficiency 

 Counterbalanced c-arm for 
easy positioning 

 Different Potter buckies 

 Highly sensitive compression 
  

 

 Precise generator setting 

 Control panel: left/right side 

 Different high performance 
tubes as option 

 Extensive range of filters 
 

  

 

 Digital display of all exposure 
parameter 

 Heat-unit calculator &display 
 

  

 

 Add. Display for c-arm 
position, compression, 
breast thickness 
 

  

 

 Comprehensive accessory set 

  

 

 State-of-the-art  
programming with automatic 
exposure comntrol and 
integrated  calibration -
software to ease daily 
routine 
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Technical data 
High frequency technology  

Power 5 KW 

High frequency 100 KHz 

KV adjustment 20-35 KV, selectable in steps of 0,5 KV 

mAs adjustment 1-640 mAs 

C-Arm  

Movement Manual, counterbalanced with each cassette size 

Height adjustment Motorized 

Rotation +- 180 degrees with electromagnetic brakes 

Focus Film Distance Fixed  , 65 cm 

X-ray tube  

Anode material Molybdaen  

Focus spot 2 focus spots: 0,1mm x 0,1mm; 0,3mm x 0,3mm 

Compression device Manually or with servo motor drive ; safety device 

 Adjustable compression force limitation 

Operating console  

Grafic digital display All exposure parametrs 

Interactive display with 
messages for the operator 

Program & display with operator guidance ; Different languages 
on request 

Additional display (option) At the lower front part of the stand indicating C-arm position, 
compression force und breast thickness  

AGD Dose level (avarage values) 

Exposure control AEC  

3 field solid state detektor Chamber selectable from the operating panel 

Full exposure control Automatic KV and mAs setting 

1 point technique Manual KVadjustment, automatic  mAs adjustment 

2 point technique Manual KV and mAs adjustment 

Manual density control Adjustable in 11 steps 

  

Ext. Interface 3 serial ports for e.g. printer, calibration, and storage of last 1300 
exposure parameter 

 

 

Standard accessories 
Potter bucky table 18x24 cm with carbon fibre table incl. marker device for 

projections on film  (inter changable with 24x30 or other image 
receptor e.g. flat panel detector 

Collimation plates 18x24 cm 

Compression plate For size 18x24 cm 

Software ULTRA Exposure parameter software for the selection of up to 16 film-
screen combinations (3 to be reserved for CR technology) 

Double foot switch Height of c-arm and compression 

Exposure release Extensible cable with x-ray release button 

Calibration set (phantom) For daily routine check of total system  

Connecting cable For PC connection 
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System options 
24x30 cm Potter Bucky  Interchangeable with  18x24 cm with carbon fibre, grid  marking 

device 

Automatic filter Motorized movement and selection of  Rh/Mo filter 

Dual angle composite anode   Dual focus with 2 different angles 

Starter For high speed application  

Automatic collimator 18 x 24 cm and 24 x30 cm , automatic setting 

Diaphragm set for collimation  

Compr.- cone for magnification   

Compression-cone  For 24x30 cm cassettes 

Compressions-cone Foe lateral exposures (Axilla) 

Complete set for geometric 
magnification 

With cassette holder w/o grid, magnification continuosly 
adjustable 

Additional radiation protection Lexan shield to protect all parts of chest around the examination 
area  

2. double foot switch To be installed on the opposite side oft the unit for ease of 
operation 

Leadglas screen  To protect operating staff (option) 

 

Dimensions:   Lateral view     Frontal view 

 

 


