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RADRAY WS /WS Plus 

Bucky wall stand with or w/o tilting 
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RADRAY WS /WS Plus are radiographic wall stands to perform fast 

and simple routine X-ray expsoures of  astanding or sitting patient. 

RADRAY Plus provides a tiltable Bucky. The system is accessible from 

left and right with corresponding loading of cassettes. Easy 

counterbalanced movements and ergonomic design allows one-hand 

operation. 

 Easy positioning 

 Left/right hand loading 

 Low vertical position 

 Tiltable bucky as option 

 High performance grids 

 
 

Tiltable Bucky 

   

 

 
 
 
 
 
Extremely low position of Bucky and tube 
avoiding footrest 

 
 
 

New edge design “one-hand operation” 

  
The wall stand RADRAY WS comprises the following components: 

Stand for floor and wall mount. Cassette holder with stationary grid. 
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Left loading is standard right loading as option. Automatic cassette 

size sensing (option). RADRAY WS Plus is equipped with a tiltable 

bucky. All options as above.  

    

Accessories 

Iontomatisation chamber For automatic exposure control 

 Tracking unit for motorized movement of x-ray tube assembly 

 Sensor for ACSS  

 Exchangeable grids 

Roll paper feeder Only for RADRAY WS 

Patient hand grip  

Handle 

 
Babix holder  

 

 

Technical data 

Vertical movement 1550 mm (350 to 1900 mm center to center) 

Tiltable Bucky only WS Plus -20 to +90 deg., detents at-20,0,+15,+30,+45,+60.+75,+90  degrees 

Cassete format 13x18cm to 43x43 cm or 4x7 to 14x17 horizntal /vertical 

Table surface film distance < 40 mm 

Radiation absorption <0,45 mm AL 

Temperature range +10 to +40 degrees 

Rel. humidity 25% to 76 % below dewpoint 

Barometric pressure 70 kPa to 106 kPa 

Weight RADRAY WS (Plus) 200 Kg (260 Kg) 
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Dimensions 

 

 


